




























Lower Deck Lobby



























HULL SEMI-PLANING

HULL & MAIN DECK CONSTRUCTION MATERIAL FIBERGLASS

VERANDAS CONSTRUCTION MATERIAL ALUMINIUM

OVERALL LENGTH 34,99 m / 114’10’’

HULL LENGTH 32,75 m / 107‘05’’

WATERLINE LENGHT 30,98 m / 101’08’’

MAXIMUM BEAM 8,13 m  / 26‘08’’

MAXIMUM DRAFT 2,60 m / 8‘06’’

DISPLACEMENT UNDER FULL LOAD 185 tons / 408.000 lb

GROSS TONNAGE 266 GT

MAIN ENGINES 2x MAN V8 - 1.300 hp

SPEED (Top / Cruise) ± 16 / ± 14 kn

GENERATOR 2x 55 kW - 50 Hz

BOILER N.3 120 l / 32 gal each

AIR CONDITIONING 324.000 Btu/h

ELECTROHYDRAULIC TENDER DAVIT 600 kg / 1.320 lb

ELECTROHYDRAULIC GANGWAY 5,0 m - 150 Kg / 16’05’’ – 330lb

STABILIZERS ELECTRIC WITH FINS

BOW THRUSTER ELECTRIC 45 kW

SOLAR PANELS ENERGY ± 5,0 kW

GUEST BEDS 12 beds in 6 cabins 

CREW BEDS 8 beds in 4 cabins

TANKS CAPACITY

FUEL 23.000 l - 6.080 gal

WATER 4.100 l - 1.080 gal

GREY WATER 1.200 l - 320 gal

SEWAGE 1.000 l - 260 gal












